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Abstract 
The Building Energy Efficiency Standards were first adopted in 1976 and have 
been updated periodically since then as directed by statute. In 1975 the 
Department of Housing and Community Development adopted rudimentary energy 
conservation standards under their State Housing Law authority that were a 
precursor to the first generation of the Standards. However, the Warren-Alquist Act 
was passed one year earlier with explicit direction to the Energy Commission 
(formally titled the State Energy Resources Conservation and Development 
Commission) to adopt and implement the Standards. The Energy Commission’s 
statute created separate authority and specific direction regarding what the 
Standards are to address, what criteria are to be met in developing the Standards, 
and what implementation tools, aids, and technical assistance are to be provided. 
The Standards contain energy and water efficiency requirements (and indoor air 
quality requirements) for newly constructed buildings, additions to existing 
buildings, and alterations to existing buildings. Public Resources Code Sections 
25402 subdivisions (a)-(b) and 25402.1 emphasize the importance of building 
design and construction flexibility by requiring the Energy Commission to establish 
performance standards, in the form of an “energy budget” in terms of the energy 
consumption per square foot of floor space. For this reason, the Standards include 
both a prescriptive option, allowing builders to comply by using methods known to 
be efficient, and a performance option, allowing builders complete freedom in their 
designs provided the building achieves the same overall efficiency as an 
equivalent building using the prescriptive option. Reference Appendices are 
adopted along with the Standards that contain data and other information that 
helps builders comply with the Standards. 
The 2019 update to the Building Energy Efficiency Standards focuses on several 
key areas to improve the energy efficiency of newly constructed buildings and 
additions and alterations to existing buildings. The most significant efficiency 
improvements to the residential Standards include the introduction of photovoltaic 
into the prescriptive package, improvements for attics, walls, water heating, and 
lighting. The most significant efficiency improvements to the nonresidential 
Standards include alignment with the ASHRAE 90.1 2017 national standards. The 
2019 Standards also include changes made throughout all of its sections to 
improve the clarity, consistency, and readability of the regulatory language. 
Public Resources Code Section 25402.1 also requires the Energy Commission to 
support the performance standards with compliance tools for builders and building 
designers. The Alternative Calculation Method (ACM) Approval Manual adopted by 
regulation as an appendix of the Standards establishes requirements for input, 
output and calculational uniformity in the computer programs used to demonstrate 
compliance with the Standards. From this, the Energy Commission develops and 
makes publicly available free, public domain building modeling software in order to 
enable compliance based on modeling of building efficiency and performance. The 



 
 

  
  

   
     

 
  

 
   

  
 

  

ACM Approval Manual also includes provisions for private firms seeking to develop 
compliance software for approval by the Energy Commission, which further 
encourages flexibility and innovation. 
The Standards are conceptually divided into three basic sets. First, there is a basic 
set of mandatory requirements that apply to all buildings. Second, there is a set of 
performance standards – the energy budgets – that vary by climate zone (of which 
there are 16 in California) and building type; thus the Standards are tailored to 
local conditions, and provide flexibility in how energy efficiency in buildings can be 
achieved. Finally, the third set constitutes an alternative to the performance 
standards, which is a set of prescriptive packages that provide a recipe or a 
checklist compliance approach. 
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1. Introduction 

1.1 Organization and Content 
This manual is designed to help building owners, architects, engineers, designers, 
energy consultants, builders, enforcement agencies, contractors and installers, and 
manufacturers comply with and enforce the California Building Energy Efficiency 
Standards (Energy Standards) for nonresidential buildings. The manual is a 
reference and an instructional guide for anyone involved in the design and 
construction of energy efficient nonresidential buildings. 
Thirteen chapters make up the manual: 

Chapter 1 introduces the Energy Standards and discusses the application and 
scope. 
Chapter 2 Compliance and enforcement process, including design and the 
preparation of compliance documentation through acceptance testing. 
Chapter 3 Building envelope. 
Chapter 4 Heating, ventilation, and air-conditioning (HVAC) systems and water 
heating systems. 
Chapter 5 Indoor lighting. 
Chapter 6 Outdoor lighting. 
Chapter 7 covers sign lighting for both indoor and outdoor applications. 
Chapter 8 Electrical power distribution. 
Chapter 9 Solar ready requirements. 
Chapter 10 Covered processes energy requirements. 
Chapter 11 Performance approach. 
Chapter 12 Commissioning requirements. 
Chapter 13 Acceptance test requirements. 

Cross-references within the manual use the word ’Section’ while references to 
sections in the Energy Standards are represented by “§.” 

 

1.2 Related Documents 
This compliance manual supplements several other documents from the California 
Energy Commission (Energy Commission): 

A. The 2019 Building Energy Efficiency Standards, Title 24, Part 6 (Energy 
Standards) - This manual supplements and explains the Energy Standards, the 
legal requirements for all covered buildings. This manual explains those 
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requirements in simpler terms but does not replace or supersede them. 
Readers should have a copy of the Energy Standards as a reference. 

B. The 2019 Reference Appendices: 

• Reference Joint Appendices contain information common to residential and 
nonresidential buildings. 

• Reference Residential Appendices contain information for residential 
buildings only. 

• Reference Nonresidential Appendices contain information for nonresidential 
buildings only.   

• The 2019 Alternative Calculation Method (ACM) Approval and Nonresidential 
ACM Reference Manuals are specifications for compliance software. 

Note: High-rise residential and hotel/motel occupancies – For these occupancies’ location and 
design data, opaque assembly properties are located in the Reference Joint Appendices. 
Mechanical and lighting information is in the Reference Nonresidential Appendices. Residential 
water heating information is in the Reference Residential Appendices. 

Material from these documents is not always repeated in this manual. If you are 
using the electronic version of the manual, there may be hyperlinks to the reference 
document.  

1.3 The Technical Chapters 
Each of the 11 technical chapters (3 through 13) begins with an overview followed 
by each subsystem. For the building envelope, subsections include fenestration, 
insulation, infiltration, etc. For HVAC, the subsections include heating equipment, 
cooling equipment, and ducts. Mandatory measures and prescriptive requirements 
are described in each subsection or component. The prescriptive requirements 
establish the stringency of the Energy Standards because they are the basis of the 
energy budget when the performance compliance method is used. 

1.4 Why California Needs Energy Standards 
Energy efficiency reduces energy costs for owners, increases reliability and 
availability of electricity for California, improves building occupant comfort, and 
reduces environmental impact. 

Electricity Reliability and Demand 
Buildings are a major contributor to electricity demand. The 2000 to2001 California 
energy crisis and the East Coast blackout in the summer of 2003 illustrated the 
fragility of the electric distribution network. System overloads caused by excessive 
demand from buildings create unstable conditions. Blackouts disrupt business and 
cost the economy billions of dollars. 
Since the California electricity crisis, the Energy Commission has placed more 
emphasis on demand reduction.  
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Comfort 
Comfort is an important benefit of energy-efficient buildings. Energy efficient 
buildings include high-performance windows to reduce solar gains and heat loss, 
and properly designed HVAC systems, which improve air circulation. Poorly 
designed building envelopes result in buildings that are less comfortable. Oversized 
heating and cooling systems do not ensure comfort in older, poorly insulated, or 
leaky buildings. 

Economics 
Energy efficiency helps create a more profitable operation for building owners. More 
broadly, the less California that depends on depletable resources such as natural 
gas, coal, and oil, the stronger and more stable the economy will remain as energy 
cost increases. investing in energy efficiency benefits everyone. It is more cost 
effective to invest in saving energy than build new power plants. 

Environment 
The use of depletable energy has led to oil spills, acid rain, smog, and other forms of 
environmental pollution that threaten the natural beauty of the planet. California is 
not immune to these problems, but the Appliance Efficiency Regulations, the Energy 
Standards, and utility programs that promote efficiency and conservation help to 
maintain environmental quality. Other benefits include increased preservation of 
natural habitats which protect animals, plants, and ecosystems.  

Greenhouse Gas Emissions and Global Warming 
Burning fossil fuel adds carbon dioxide (CO2) to the atmosphere, a major contributor 
to global warming. Carbon dioxide and other greenhouse gases create an insulating 
layer that leads to global climate change. The Energy Commission's research shows 
that most sectors of California economy face significant risk from climate change, 
including water resources (from reduced snowpack), agriculture, forests, and the 
natural habitats of indigenous plants and animals. 
Energy efficiency is a far-reaching strategy to reducing greenhouse gases. The 
National Academy of Sciences has urged the country to follow California's lead on 
such efforts, saying that conservation and efficiency should be the chief elements in 
energy and global warming policy. Their first efficiency recommendation was to 
adopt nationwide energy efficiency building codes. 
The Energy Standards are expected to significantly reduce greenhouse gas and 
other air emissions. 

1.5 What’s New for 2019 

Envelope 
• Reduced the site-built fenestration requirement from a 1,000 square feet (sq. ft) 

to 200 sq. ft (NA6). 
.  
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Lighting 
1. Changes to indoor and outdoor lighting power allowances with the lighting power 

allowances based on light-emitting diode (LED) lighting technologies (§140.6 and 
§140.7) Revisions to lighting power density (LPD) values in Table 140.6-B, 
140.6-C, 140.6-D, 140.7-A, and 140.7-B. 

2. Revision and streamlining luminaire classification and wattage requirements. 
3. New lighting power adjustment for small aperture tunable white and dim-to-warm 

LED luminaires.  
4. New power adjustment factors (PAFs) for daylighting devices including horizontal 

slats, light shelves and clerestory fenestrations. (§140.6(a)2L). New prescriptive 
measure and requirements of daylighting devices including horizontal slats, light 
shelves and clerestory fenestrations. (§140.3(d)). 

5. Clarification and streamlining of manual area controls requirements, multi-level 
lighting controls requirements, automatic daylighting control requirements. 
Restrooms to comply with occupancy sensing control requirements. A new 
section for indoor lighting control interactions. (§130.1) 

6. Revision and streamlining of outdoor lighting control requirements. (§130.2(c)) 

7. Revision and streamlining of alteration requirements, including the merging of 
three sections into a single "Altered Indoor Lighting Systems" section, the 
alignment of two reduced power options on controls, and trigger threshold of 
projects over 5000 sq. ft. (§141.0(b)2I). Revised and consolidated Table 141.0-F. 

Mechanical 
1. Revision of the mandatory requirements for equipment efficiency in Tables 

110.2-A through 110.2-K of the Energy Standards.  
2. Interlock controls requirements when operable wall or roof openings are present 

(§140.4(n)). 
3. Revisions to fan control system requirements in Table 140.4-D of the Energy 

Standards.  
4. Energy Management Control System (EMCS) to comply with the thermostatic 

control requirements (§120.2(a)).  
5. Changes to the requirements for dampers installed on outdoor air supply and 

exhaust equipment (§120.2(f)). 
6. New section specifying direct digital controls (DDC) applications and 

qualifications (§120.2(j)). 
7. Revisions to the requirements for space conditioning systems with DDC to the 

zone level (§120.2(k)). 
8. New general requirements for pipe insulation (§120.3(a)). 
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Electrical 
1. Healthcare facilities overseen by the California Office of Statewide Health 

Planning and Development (OSHPD) have to comply with the applicable 
requirements of Section 130.5 for electrical power distribution systems. There are 
exemptions added for healthcare facilities in order to avoid potentially conflicting 
requirements for healthcare facilities. 

Covered Processes 
1. New mandatory requirements for elevators, escalators and moving walkways 

(§120.6(f) and §120.6(g)).  

Commissioning 
1. Revisions to language and content to clarify §120.8. 

1.6 Mandatory Measures and Compliance Approaches 

Mandatory Measures 
With either the prescriptive or performance compliance paths, there are mandatory 
measures that always must be met. Mandatory measures include infiltration control, 
lighting systems, minimum insulation levels, and equipment efficiency. The minimum 
mandatory levels are sometimes superseded by more stringent prescriptive or 
performance requirements. 

Prescriptive Approach 
The prescriptive approach (composed of requirements described in Chapters 3, 4, 5, 
6, 7, and 10) requires each component of the proposed building to meet a 
prescribed minimum efficiency. The approach offers little flexibility but is easy to use. 
If the design fails to meet even one requirement, then the system does not comply 
with the prescriptive approach. In this case, the performance approach provides 
more flexibility to the building designer for choosing alternative energy efficiency 
features. 

A. Building Envelope. The prescriptive envelope requirements are the required 
thermal performance levels for each building component (walls, roofs, and 
floors). These requirements are described in Chapter 3. The only flexibility is if 
portions of an envelope component do not meet a requirement, a weighted 
average of the component can be used to demonstrate compliance. The 
stringency of the envelope requirements varies according to climate zone and 
occupancy type.  

B. Mechanical. The prescriptive mechanical requirements are described in 
Chapter 4. The prescriptive approach specifies equipment, features, and 
design procedures, but does not mandate the installation of a particular HVAC 
system. 
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C. Indoor Lighting. The prescriptive lighting power requirements are determined 
by one of three methods: the complete building method, the area category 
method, or the tailored method. These approaches are described in Chapter 5. 
The allowed lighting varies according to the requirements of the building 
occupancy or task requirements 

D. Outdoor Lighting. Outdoor lighting standards are described in Chapter 6, 
setting power limits for various applications such as parking lots, pedestrian 
areas, sales canopies, building entrances, building facades, and signs. The 
Energy Standards also set minimum requirements for cutoff luminaires and 
controls. Detailed information on the outdoor lighting power allowance 
calculations is in Section 6.4. 

Performance Approach 
The performance approach (Chapter 11) allows greater flexibility than the 
prescriptive approach. It is based on an energy simulation model of the building. 
The performance approach requires an approved computer compliance program 
that models a proposed building, determines its allowed energy budget, calculates 
its energy use, and determines when it complies. Design options such as window 
orientation, shading, thermal mass, zonal control, and building configuration are all 
considered in the performance approach. In addition to flexibility it helps find the 
most cost-effective solution for compliance. 
The performance approach may be used for:  

• envelope or mechanical compliance alone;  
• envelope and mechanical compliance;  
• envelope and indoor lighting compliance; or  
• envelope, mechanical, and indoor lighting compliance.  

Indoor lighting compliance must be combined with envelope compliance. The 
performance approach does not apply to outdoor lighting, sign lighting, exempt 
process load, some covered process loads (e.g., refrigerated warehouses), or solar 
ready applications. 
Time-dependent valuation (TDV) energy is the “currency” for the performance 
approach. TDV energy considers the type of energy (electricity, gas, or propane) 
and when it is saved or used. Energy saved when California is likely to have a 
statewide system peak is worth more than when supply exceeds demand. Appendix 
JA3 of the Reference Appendices has more information on TDV energy. 
See Chapter 11 if the performance approach will be used for additions and 
alterations. 

1.6.3.1 Compliance Options 
The Energy Commission has a formal process for certification of compliance options 
for new products, materials, designs or procedures that can improve building 
efficiency. §10-109 allows for the introduction of new calculation methods and 
measures that cannot be properly accounted for in the current approved compliance 
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approaches. The compliance options process allows the Energy Commission to 
review and gather public input about the merits of new compliance techniques, 
products, materials, designs or procedures to demonstrate compliance for newly 
constructed buildings and additions and alterations to existing buildings. 
Approved compliance options encourage market innovation and allow the Energy 
Commission to respond to changes in building design, construction, installation, and 
enforcement. 

1.7 Scope and Application 
The Energy Standards apply to both nonresidential and residential buildings. This 
manual addresses the requirements for nonresidential buildings, including hotels, 
motels, and high-rise residential buildings (those over three stories above grade in 
height). The Residential Manual discusses the requirements for low-rise residential 
buildings. 

Building Types Covered 
The nonresidential standards apply to all California Building Code (CBC) 
occupancies of Group A, B, E, F, H, I, M, R, S, and U. If buildings are directly or 
indirectly conditioned, they must meet all mechanical, envelope, indoor, and outdoor 
lighting requirements of the standards. Buildings that are not directly or indirectly 
conditioned must only meet the indoor and outdoor lighting requirements. 
The Energy Standards do not apply to CBC Group L. The standards also do not 
apply to buildings that fall outside the CBC’s jurisdiction, such as mobile structures. 
If outdoor lighting is associated with a Group L occupancy, it is exempt. If the 
outdoor lighting is part of any other occupancy groups listed, it must comply. 

Historic Buildings 
Exception 1 to §100.0(a) states that qualified historic buildings, as regulated by the 
California Historical Building Code Title 24, Part 8, or California Building Code, Title 
24, Part 2, Volume I, Chapter 34, Division II, are not covered by the Energy 
Standards. §140.6(a)3Q and Exception 13 to §140.7(a) clarify that indoor and 
outdoor lighting systems in qualified historic buildings are exempt from the lighting 
power allowances only if they consist solely of historic lighting components or 
replicas of historic lighting components. If lighting systems in qualified historic 
buildings contain some historic lighting components or replicas of historic 
components, combined with other lighting components, only those historic or historic 
replica components are exempt.  
The California Historical Building Code (CHBC) Section 102.1.1 specifies that all 
non-historical additions must comply with the regular code for new construction, 
including the Energy Standards. CHBC Section 901.5 specifies that when new or 
replacement mechanical, plumbing, and/or electrical (including lighting) equipment 
or appliances are added to historic buildings, they should comply with the Energy 
Standards, including the Appliance Efficiency Regulations. 
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The California State Historical Building Safety Board has final authority for 
interpreting the requirements of the CHBC and determining to what extent the 
requirements of the Energy Standards apply to new and replacement equipment and 
other alterations to qualified historic buildings. In enacting the CHBC legislation, the 
Legislature wants to encourage energy conservation in alterations to historic 
buildings (Health and Safety Code Section 18951). 
Additional information about the CHBC can be found at: 

 http://www.dgs.ca.gov/dsa/AboutUs/shbsb.aspx. 
Contact the State Historical Building Safety Board at (916) 445-7627. 

Low-Rise Residential Buildings 
The residential energy standards cover single-family and low-rise residential 
buildings (occupancy groups R1, R2, and R3) and CBC Group U buildings including: 

1. All single-family dwellings of any number of stories. 
2. All duplex (two-dwelling) buildings of any number of stories. 
3. All multifamily buildings with three or fewer habitable stories above grade 

(Groups R-1 and R-2). 
4. Additions and alterations to all of the above buildings. 
5. Private garages, carports, sheds, and agricultural buildings. 

Table 1-1: Nonresidential vs. Residential Energy Standards 
Nonresidential Standards Residential Standards 

These standards cover all nonresidential 
occupancies (Group A, B, E, F, H, M, R, S or U), 
as well as high-rise residential (Groups R-1 and 
R-2 with four or more habitable stories), and all 
hotel and motel occupancies. 

These standards cover all low-rise residential 
occupancies including: 

Offices 
Retail and wholesale stores 
Grocery stores 
Restaurants 
Assembly and conference areas 
Industrial work buildings 
Commercial or industrial storage 
Schools and churches 
Theaters 
Hotels and motels 
Apartment and multi-family buildings, and long-
term care facilities (Group R-2), with four or more 
habitable stories 

All single-family dwellings of any number of 
stories 
 (Group R-3) 
All duplex (two-dwelling) buildings of any number 
of stories (Group R-3) 
All multi-family buildings with three or fewer 
habitable stories above grade (Groups R-1 and 
R-2) 
Additions and alterations to all of the above 
buildings 
 

Note: The Energy Standards define a habitable story as one that contains space in which humans 
may live or work in reasonable comfort, and that has at least 50 percent of its volume above grade. 

 

http://www.dgs.ca.gov/dsa/AboutUs/shbsb.aspx
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Scope of Improvements Covered 
The Energy Standards apply to any new construction that requires a building permit, 
whether for an entire building, outdoor lighting systems, signs, or for modernization. 
The primary enforcement mechanism is the building permitting process. Until the 
enforcement agency is satisfied that the building, outdoor lighting, or sign complies 
with all applicable code requirements, including the Energy Standards, it may 
withhold the building or occupancy permit. 
The Energy Standards apply only to the construction subject to the building permit 
application. An existing space that is "conditioned" for the first time, is an addition 
and the all existing components, whether altered or not, must comply with the 
Energy Standards (see §100.1 addition or newly conditioned space). 
Other than for lighting, the Energy Standards apply only to buildings that are directly 
or indirectly conditioned.  

Speculative Buildings 

1.7.5.1 Known Occupancy 
Speculative buildings of known occupancy are commonly built by developers. For 
example, if a big box retail center or an office building was built on speculation, the 
owner would know the ultimate occupancy of the space but might not know the 
specific tenant. For this building, the owner has two compliance choices: 

1. Declare the building to be unconditioned space, forcing tenants to be 
responsible for envelope, interior lighting, possibly some exterior lighting, and 
mechanical compliance. This option may be very costly as most envelope and 
mechanical measures are far more expensive when they are installed in the 
building after the shell is. 

2. Include envelope compliance as well as mechanical and/or lighting compliance, 
when those systems are to be installed prior to leasing. 

A potential pitfall with delaying envelope compliance is that tenants may have a 
difficult time showing compliance. An energy code update between the time of shell 
construction and energy compliance for a tenant improvement could make 
compliance more difficult. Constructing a big-box style building without skylights, 
where skylights are required under the prescriptive approach, will also create a 
compliance challenge (and possibly impose large retrofit costs). In most cases, 
delaying envelope increases construction costs. If a building is likely to be 
conditioned, some enforcement agencies require envelope compliance when the 
shell is constructed. 
Section 1.7.12 has information about energy compliance for tenant improvements in 
existing buildings. 

1.7.5.2 Unknown Occupancy 
Speculative buildings may be built, and the ultimate occupancy is determined only 
when the building is leased. The structure could be an office, a warehouse, a 
restaurant, or retail space. The Energy Standards treat these occupancies similarly. 
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The major differences are the lighting and ventilation requirements. If, a tenant is not 
identified during the permitting time, the “All other areas” lighting power densities in 
Table 140.6-C are used. 
Deferring compliance by calling the building unconditioned will cause problems when 
the first tenant installs mechanical space conditioning equipment. 

Mixed and Multiple Use Buildings 

1.7.6.1 Mixed Low-Rise Residential and Nonresidential Occupancies. 
When a building includes both low-rise residential and nonresidential occupancies, 
the requirements depend on the percentages of conditioned floor of each occupancy 
type: 

A. Minor Occupancy (Exception 1 to §100.0(f).)  When a residential occupancy is 
in the same building as a nonresidential occupancy, and if one of the 
occupancies is less than 20 percent of the total conditioned floor area, the 
smaller occupancy is considered a “minor” occupancy. Under this scenario, the 
applicant may choose to treat the entire building as if it is the major occupancy 
for envelope, HVAC, and water heating compliance. Lighting requirements in 
§140.6 through §140.8 or §150.0(k) must be met for each occupancy 
separately. The mandatory measures that apply to the minor occupancy, if 
different from the major occupancy, would still apply. 

B. Mixed Occupancy. When a residential occupancy is mixed with a 
nonresidential occupancy, and if neither occupancy is less than 20 percent of 
the total conditioned floor area, two compliance submittals are prepared, each 
using the calculations and documents of its respective standards. Separate 
compliance for each occupancy is an option when one of the occupancies is a 
minor occupancy. 

1.7.6.2 Different Nonresidential Occupancies.  
When a building consists of multiple nonresidential occupancies, they are 
considered separate occupancies. Most occupancies have the same envelope 
requirements. High-rise residential and hotel-motel guest rooms have different 
envelope requirements. Lighting and mechanical requirements vary among the 
various usage categories and are treated according to each appropriate occupancy 
type. 

Example 1-1 

Question 
A 250,000 sq. ft high-rise office building includes a small 900 sq. ft apartment on the first floor that visiting 
executives use. Is the apartment required to meet the residential requirements of the Energy Standards, 
and if so, would it be high-rise residential or low-rise residential? 
Answer 
No. The apartment occupies less than 20 percent of the total conditioned floor area, so it is a minor 
occupancy and may be treated as part of the office occupancy. Since it is on the first floor of the building, it 
is technically a low-rise residential building. All the residential mandatory measures apply.  
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High-rise Residential 
High-rise residential buildings (four habitable stories or more) are covered by this 
manual and the nonresidential Energy Standards. 
The Energy Standards apply separately to the living quarters and to other areas 
within the building. Living quarters are those non-public portions of the building in 
which a resident lives. High-rise residential dwelling units must incorporate the 
envelope and mechanical elements of the nonresidential Energy Standards with the 
lighting and service hot water needs of residential buildings. Outdoor lighting, 
including parking lots and garages for eight or more vehicles, and for indoor or 
outdoor signs (other than exit signs), comply with the nonresidential Energy 
Standards. Exit signs comply with the Appliance Efficiency Regulations. 

1.7.7.1 Mandatory Measures 
Special requirements for how mandatory measures apply to high-rise residential 
buildings include: 

1. Living quarters meet the indoor lighting requirements for residential buildings. 
2. Outdoor lighting meets the applicable outdoor lighting requirements of the 

Nonresidential Energy Standards. 
3. Indoor and outdoor signs (other than exit signs) must comply with the 

Nonresidential Energy Standards. Exit signs must comply with the Appliance 
Efficiency Regulations. 

4. High-rise residential occupancies must meet setback requirements applicable 
to residential occupancies. 

5. Readily accessible area switching controls are not required in public areas 
provided switches that control the lights in public areas are accessible to 
authorized personnel. 

6   Automatic lighting shut-off controls are not required for living quarters. 

1.7.7.2 Prescriptive Compliance 
The following summarizes how the requirements apply to high-rise residential 
buildings: 

1. The envelope must meet the prescriptive envelope criteria for high-rise 
residential buildings (Energy Standards Table 140.3-C). 

2. Economizer controls ae not required in high-rise residential living quarters. 
3. High-rise residential living quarters are exempt from nonresidential lighting 

power density requirements. Occupancies other than living quarters must 
comply with the nonresidential lighting standards. 

4. Lighting within the dwelling units must meet the lighting requirements of 
§150.0(k) that governs lighting in all spaces (including kitchen lighting 
requirements) except closets less than 70 ft² floor area. See Chapter 6 of the 
Residential Compliance Manual. 
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5. Readily accessible area switching controls are not required in public areas 
provided switches that control the lights in public areas are accessible to 
authorized personnel. 

6. Water heating in living quarters must comply with the residential Energy 
Standards (§150.1(c)8). 

1.7.7.3 Performance Compliance 
The rules for high-rise residential performance compliance are identical to the 
performance compliance rules for all nonresidential buildings. The area of each 
function of a high-rise residence is input into approved compliance software along 
with its corresponding envelope, mechanical, and lighting features. The software 
calculates an energy budget (standard design compared to proposed design). 

Hotels and Motels 
This section discusses the similarities and differences between the requirements for 
a hotel/motel and other nonresidential or high-rise residential buildings. 
Hotels or motels are in unique in that their design must incorporate a wide variety of 
occupancies and functions into one structure. The occupancies range from 
nonresidential occupancies to hotel/motel guest rooms. Design functions that affect 
guests range from the arrival experience created through the main lobby's 
architectural features to the thermal comfort of the guest rooms. Other functions that 
designs must address include restaurants, kitchens, laundry, storage, light 
assembly, outdoor lighting, and sign lighting, these structures can range from simple 
guest rooms with a small office, to a structure encompassing a small city. (§100.1 
"HOTEL/MOTEL").  
Like other occupancies, compliance is submitted for the features covered in the 
permit application only. The nonresidential areas must meet the envelope, 
mechanical, indoor lighting, outdoor lighting, and sign lighting portions of the 
nonresidential Energy Standards. The guest room portions of hotels/motels must 
meet the envelope, mechanical, and lighting provisions applicable only to 
hotels/motel guest rooms. Each portion of the building individually complies with the 
provisions applicable to that occupancy. 
Since hotel/motels are treated as a mixture of occupancies covered by the Energy 
Standards, the concepts at the beginning of each chapter apply to hotels/motels as 
they would any other nonresidential occupancy.  

1.7.8.1 Mandatory Measures 
The mandatory measures for envelope, mechanical, indoor lighting, outdoor lighting, 
and sign lighting apply to hotels/motels. The following describes any special 
requirements or exceptions: 

• Hotel/motel guest rooms must meet the applicable residential lighting 
standards. 

• Outdoor lighting must meet the applicable outdoor lighting standards. 
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• Indoor and outdoor signs (other than exit signs) must comply with 
nonresidential Energy Standards. Exit signs must comply with the 
Appliance Efficiency Regulations. 

• Hotel and motel guest room thermostats shall have numeric temperature 
settings. 

• Readily accessible area switching controls are not required in public areas 
provided switches that control the lights in public areas are accessible to 
authorized personnel. 

• Automatic lighting shut-off controls are not required for hotel/motel guest 
rooms. 

1.7.8.2 Prescriptive Compliance 
The prescriptive requirements for envelope, mechanical, and lighting apply to 
hotel/motels. The following prescriptive requirements are specific to hotel/motels: 

• Hotel/motel guest rooms must meet the prescriptive envelope criteria for 
high-rise residential buildings rather than the prescriptive criteria for 
nonresidential buildings. 

• Hotel and motel guest rooms are not required to have economizer controls. 
• Guest rooms in hotel/motels are exempt from the lighting power density 

requirements. However, lighting must meet the residential requirements of 
§150.0(k). 

• Each occupancy (other than guest rooms) in the hotel/motel must comply 
with the Nonresidential Lighting Standards. 

• For compliance with water heating requirements, use the residential 
compliance. 

1.7.8.3 Performance Compliance 
The rules for performance compliance are identical to those for all other 
nonresidential and high-rise residential buildings. The area of each function of a 
hotel/motel is input into the approved compliance software along with its 
corresponding envelope, mechanical, and indoor lighting features. The computer 
software program calculates an energy budget (standard design compared to 
proposed design). The proposed design must be less than or equal to the standard 
design for the building to comply. 

Live-Work Spaces 
Live-work buildings combine residential and nonresidential uses within individual 
units. In general, the low-rise or high-rise residential requirements (depending on the 
number of habitable stories) apply since these buildings operate and are conditioned 
24 hours per day. Lighting in designated workspaces is required to show compliance 
with the nonresidential lighting standards (§140.6). 
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Unconditioned Space 
An unconditioned space is neither directly nor indirectly conditioned. Both the 
requirements for lighting and minimum skylight area apply to unconditioned space. 
Some typical examples of spaces that may be unconditioned: 

• Enclosed parking structures 

• Automotive workshops 

• Enclosed entry courts or walkways 

• Enclosed outdoor dining areas 

• Greenhouses 

• Loading docks 

• Warehouses 

• Mechanical/electrical equipment rooms 
These spaces are not always unconditioned. The specifics of each case must be 
determined.  

Newly Conditioned Space 
When previously unconditioned space becomes conditioned, the space is an 
addition and all the building’s components must comply as if it were a new building. 
This situation has potentially significant construction and cost implications. If an 
unconditioned warehouse is upgraded with a heating system, thus becoming 
conditioned space, the building envelope must comply with the current envelope 
requirements and the lighting system must be conform with the current lighting 
requirements, including mandatory wiring and switching. If the envelope has large 
windows, some may have to be eliminated or replaced with more efficient windows. 
If the lighting system is inefficient, new and more efficient fixtures might have to be 
installed. 
This requirement is a potential consequence of an owner erecting a shell with no 
plans to condition it.  
For example, the owner of an office building obtains a permit for the structure and 
envelope but wants the tenants to handle conditioning and lighting improvements. If 
that owner claims unconditioned status for that building, the owner does not have to 
comply with the envelope requirements of the standards. The owner does have to 
demonstrate compliance with the lighting requirements. If a tenant is not identified 
for a multi-tenant space during the permitting time, the “All other areas” lighting 
power density allowances from Energy Standards Table 140.6-C shall be used. 
When the tenant applies for a permit to install the HVAC equipment, the envelope 
and any existing lighting to remain must fully comply with the requirements for the 
occupancy designated.  
This is the only circumstance when systems, other than those subject to the current 
permit application, fall under the Energy Standards. If the building was initially 
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designed in a way that makes compliance difficult, the building envelope may require 
expensive alterations to bring it into compliance. 
Many enforcement agencies require the owner to sign an affidavit at the time of the 
initial building permit for the shell, acknowledging the potential difficulties of future 
envelope or lighting compliance. 
To minimize difficulties, the recommended practice is to demonstrate energy 
compliance when the envelope is built and comply with the lighting systems during 
installation. 

New Construction in Existing Buildings 
Tenant improvements, including alterations and repairs, are new construction in an 
existing building. For example, the base building was constructed, but the individual 
tenant spaces were not completed. Tenant improvements can include work on the 
envelope, mechanical, or lighting systems. The system or systems being installed 
are new construction and must comply with some or all of the current standards 
depending on the extent of the changes (see following sections). 
The only time systems other than those subject to the current permit application are 
involved is when the tenant improvement results in the conditioning of previously 
unconditioned space. 

Alterations to Existing Conditioned Spaces 
§141.0(b) 

An alteration is any change to a building’s water heating system, space conditioning 
system, indoor lighting system, outdoor lighting system, sign lighting, or envelope 
that is not an addition. Alterations or renovations to existing conditioned spaces have 
their own rules for energy compliance.  
In summary, the alteration rules are: 

1. The Energy Standards apply only to those portions or components of the 
systems being altered (altered component). Untouched portions or components 
need not comply with the standards. 

2. If an indoor lighting, outdoor lighting, or sign lighting alteration increases the 
energy use of the altered systems, the alteration must comply with the current 
standards. 

3. Alterations must comply with the mandatory measures for the altered 
components. 

4. New systems in the alteration must comply with the current standards. 
5. An existing unconditioned building, where evaporative cooling is added to the 

existing unaltered envelope and lighting, does not need to comply with current 
standards. 

6. Mechanical system alterations are governed primarily by the mandatory 
measures. 
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Beyond meeting all applicable mandatory requirements, alterations must also 
comply with applicable prescriptive requirements discussed in Chapters 3 through 8 
or use the performance approach. Within the performance approach, the option to 
show changes to the existing building (existing and alteration) is explained in 
Chapter 11. Performance credit is given only for systems that are changing under 
the current permitted scope of work. 

Example 1-2 

Question 
An owner wants to add less than 50 sq. ft of new glazing in an old nonresidential building in climate zone 3. 
What are the applicable requirements for the new glazing? 

Answer 
Exception to §141.0(b)2Ai exempts up to 50 sq. ft of added windows from the relative solar heat gain 
coefficient (RSHGC) and visual transformation (VT) requirements in Table 141.0-A. The new glazing must 
meet only the climate zone 3 U-factor requirement of 0.58. 

 

Example 1-3 

Question 
A building owner wants to change existing lighting fixtures with new ones. Do the Energy Standards restrict 
the change in any way? 

Answer 
If more than 10 percent of the fixtures are replaced in the permitted space (excluding enclosed spaces 
where no new lighting fixtures are proposed), or the connected load is increased, the standards will treat 
this as a new lighting system that must comply with §141.0(b)2I. Any applicable mandatory requirement 
affected by the alteration applies. The mandatory switching requirements would apply to the improved 
system if the circuiting were altered.  Appliance efficiency regulations requirements for ballasts would also 
apply. 

Example 1-4 

Question 
A building owner wants to rearrange some interior partitions and re-position the light fixtures in the affected 
rooms. Do the Energy Standards apply to the work? 

Answer 
Each of the newly arranged rooms must have its own light switches. Since there is no change in the 
connected lighting load or the exterior envelope, only the mandatory light switching requirements would 
apply. 

 

Example 1-5 

Question 
A building owner wants to rearrange some duct work and add some additional fan coils to an existing HVAC 
system to improve comfort. Do the standards apply to the work? 

Answer 
There would be no change in the load on the system nor any increase in its overall capacity, so the 
standards would not apply to the central system. Only the duct construction requirements apply to altered 
ducting. 
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Example 1-6 

Question 
A building owner wants to replace an existing chiller. No other changes will be made to the HVAC system. 
Do the Energy Standards restrict the change in any way? 

Answer 
The mandatory efficiency requirements would govern the efficiency of the new chiller. The other parts of the 
system are unchanged and unaffected by the Energy Standards. 

 

Example 1-7 

Question 
A building has a high ceiling space and the owner wants to build a new mezzanine space. There will be no 
changes to the building envelope or the central HVAC system. There will be new lighting installed. How do 
the Energy Standards apply? 

Answer 
Since a mezzanine does not add volume, it is an alteration, not an addition. The existing systems are not 
affected unless they are altered. The new lighting must comply with all requirements of the standards. The 
envelope is unchanged, so there are no requirements for it. The mechanical system duct work is simply 
extended without increase in system capacity, so only the duct construction and insulation requirements 
apply. 
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Additions 
§141.0(a) 

An addition is any change to a building that increases floor area and conditioned 
volume. Additions involve the: 
• construction of new conditioned space and conditioned volume;  
• installation of space conditioning in a previously unconditioned space; or 
• addition of unconditioned space.  

Mandatory measures and either prescriptive or performance requirements apply. For 
conditioned space, the heating, lighting, envelope, and water heating systems of 
additions are treated the same as for new buildings.  
If the existing mechanical system(s) is simply extended into the addition, Exception 1 
to §141.0(a) applies. Unconditioned additions shall only comply with indoor, outdoor 
lighting, and sign lighting requirements of the Standards. Refer above to Section 
1.7.11 for further discussion of previously unconditioned space. 
There are three options for the energy compliance of additions under the Energy 
Standards: 

Option 1 – Addition Alone 
Treat the addition as a stand-alone building with adiabatic walls to conditioned space 
(§141.0(a)1 and §141.0(a)2Bi). This option can use either the prescriptive or performance 
approach. Adiabatic means the common walls are assumed to have no heat transfer 
between the addition and the adjacent conditioned space and are ignored entirely. 

Option 2 – Existing-Plus-Addition 
Using performance compliance, model the combination of the existing building with the 
addition (§141.0(a)2Bii). IN this scenario, the proposed energy use is calculated based on 
existing building features that remain unaltered and all alterations (actual values of the 
proposed alterations) plus the proposed addition. The standard design (allowed) energy 
budget is calculated by approved software based on: 

1. The existing building features that remain unaltered; and 
2. All altered features modeled to meet requirements of §141.0(b); and 
3. The addition modeled to meet requirements of §141.0(a)1.  

If the proposed building energy use is less than or equal to the standard design energy 
budget, then the building complies. The standard design for any alterations to the existing 
lighting or mechanical systems is based on the requirements for altered systems in 
§141.0(b). 
This compliance option will generally ease the energy requirements of the addition only if 
there are energy improvements to the existing building. It may allow the designer to make 
up for an inefficiency of the addition depending on the nature and scope of improvements 
to the existing building. 
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Option 3 – Whole Building as All New Construction 
The existing structure combined with the addition can be shown to comply as a whole 
building meeting all requirements of the Energy Standards for new construction for 
envelope, lighting and mechanical. This is the most stringent and is only practical if the 
existing building will be improved to the overall level of the current Energy Standards. 

Example 1-8 

Question 
A restaurant adds a conditioned greenhouse-style dining area with very large areas of glazing. How can it 
comply with the standards? 

Answer 
Because of its large glass area, it will not comply on its own. By making substantial energy improvements to 
the existing building (envelope, lighting, and mechanical features), or by upgrading the existing building so 
that the entire building meets the requirements for new construction, it is possible for the combined building 
to comply. The performance approach would be used to model the entire building as an existing-plus-
addition. 

To accumulate enough energy credit that can be used to offset (trade off against) the large glazing area in 
the addition, several design strategies are available including: 

1)  Envelope improvements to the existing building which exceed the performance of the requirements in 
§141.0(b)1 and §141.0(b)2A and B; and/or 

2)  New indoor lighting in the existing building which has a lower installed lighting power density (LPD) than 
the allowed LPD in §140.6; and/or, 

3)  Existing building mechanical system improvements that exceed the requirements of §141.0(b)2C, D, 
and E. 
 

Change of Occupancy 
A change of occupancy alone does not require any action under the Energy 
Standards. If alterations are made to the building, then the rules for alterations or 
additions for the new occupancy apply (see Sections 1.7.13 and 1.7.14). 
If no changes are proposed for the building, consider the ventilation requirements of 
the new occupancy. For example, if a residence is converted to a hair salon, with 
new sources of indoor pollution, existing residential ventilation rates would likely be 
inadequate. The Energy Standards requires no changes. 

Repairs 
A repair is reconstructing or renewing any part of an existing building for the purpose 
of its maintenance. Repairs shall not increase the preexisting energy consumption of 
the required component, system, or equipment. The Energy Standards do not apply 
to repairs. 
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Example 1-9 

Question 
If a space were 1,000 sq. ft, how large would the heating system have to be to make the space directly 
conditioned? 

Answer 
The heating system would have to be larger than 10 British thermal units (Btu)/hour (hr)-sq. ft =(hr-ft²) x 
1,000 sq. ftft² = 10,000 Btu/hr output to meet the definition of directly conditioned space. 

 

Example 1-10 

Question 
A water treatment plant has a heating system installed to prevent pipes from freezing. The heating system 
exceeds 10 Btu/(hr-sq. ftft²) and operates to keep the space temperature from falling below 50 degrees 
°Fahrenheit (°F). Is this plant directly conditioned? 

Answer 
Not if the heating system is sized to meet the building load at 50°F and is thermostatically controlled to 
prevent operating temperatures above 50°F. The definition of directly conditioned space excludes process 
spaces that have space conditioning designed and controlled to be incapable of operating at temperatures 
above 55°F at design conditions. Under these conditions, the space is not directly conditioned. 

 

Example 1-10 

Question 
A process load in a manufacturing facility is generating heat inside the building shell.  The manufacturing 
facility will install space cooling to keep the temperature from exceeding 90°F. If the thermostat will not 
allow cooling below 90°F (i.e., the temperature is kept at 90°F all the time), is this facility directly 
conditioned, if the mechanical cooling exceeds 5 Btuh/hr-sq. ft? 

Answer 
No, this facility is not a directly conditioned space. The definition of directly conditioned space excludes 
spaces where the space conditioning system is designed and controlled to be incapable of operating at 
temperatures below 90°F at design conditions. 

 

Example 1-12 

Question 
A natural gas kiln in a factory is in the building shell and its capacity exceeds 10 Btu/(hr-sq. ft).  Is the space 
within the shell considered directly conditioned space if there is no HVAC system installed in the building? 

Answer 
No. Since the heat from the kiln is an exempt process load and not part of heat that is transferred across  

the building envelope components, and there is no HVAC system installed, the space is not considered a 
directly conditioned space and the shell does not have to meet the Energy Standards envelope 
requirements; however, the space must still meet the lighting requirements of the Energy Standards. 
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Example 1-13 

Question 
If in example above mechanical cooling with the capacity that exceeds 5 Btu/hr-sq. ft is added to the 
building to keep the temperature from exceeding 85°F, does the space considered directly conditioned and 
must the envelope meet the Energy Standards requirements? 

Answer 
No, the definition of directly conditioned space excludes conditioning for process loads. 

 

Example 1-14 

Question 
If a computer room is cooled with the capacity that exceeds 5 Btu/hr-sq. ft and is controlled to a 
temperature of 75°F, does the space have to meet the envelope requirement of the Standards? 

Answer 
No.  Computer rooms are a Covered Process.  There are no envelope requirements in either §120.6 or 
§140.9.  

 

Example 1-15 

Question 
The accompanying sketch shows a building with three unconditioned spaces (none has a direct source of 
mechanical heating or cooling). The air transfer rate from the adjacent conditioned spaces is less than three 
air changes per hour. The area weighted heat transfer coefficients of the walls (UA) are shown on the 
sketch. The roof/ceiling area weighted heat transfer coefficients (UA) for each of the three unconditioned 
spaces is 90 Btu/hr -°F. 

Are any of these spaces indirectly conditioned? 

 
Answer 
Because the air change rate is low, each space is evaluated on the basis of heat transfer coefficients 
through the walls and roof. It is further assumed that the floors are adiabatic. The heat transfer will be 
proportional to the area weighted heat transfer coefficients of the walls and roof/ceilings. 

SPACE A: The area weighted heat transfer coefficient to directly conditioned space is 3 x (75 Btu/hr-°F) = 
225 Btu/hr-°F. The area weighted heat transfer coefficient to the outdoors or to unconditioned space is 70 
Btu/hr-°F + 90 Btu/hr-°F = 160 Btu/hr-°F. Since the heat transfer coefficient from Space A to the conditioned 
space is greater than heat transfer coefficient from Space A to outside, Space A is considered indirectly 
conditioned. 

SPACE B: The area weighted heat transfer coefficient to directly conditioned space is 75 Btu/hr-°F. The 
area weighted heat transfer coefficient to the outdoors or to unconditioned space is (3 x 70 Btu/hr-°F) + 90 
Btu/hr-°F = 300 Btu/hr-°F. Since the heat transfer coefficient from Space B to the conditioned space is less 
than the heat transfer coefficient from Space B to outside, Space B is considered unconditioned. 
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SPACE C: The area weighted heat transfer coefficient to directly conditioned space is (2 x 75 Btu/hr-°F = 
150 Btu/hr-°F. The area weighted heat transfer coefficient to the outdoors or to unconditioned space is (2 x 
70 Btu/hr-°F) + 90 Btu/hr-°F = 230 Btu/hr-°F. Since the heat transfer coefficient from Space C to the 
conditioned space is less than the heat transfer coefficient from Space C to outside, Space C is considered 
unconditioned. 

 

Example 1-116 

Question 
In a four-story building, the first floor is retail, second and third floors are offices, and the fourth floor is 
residential. Is the residential space high-rise or low-rise? 

Answer 
It is a high-rise residential space. Even though there is only one floor of residential occupancy, the building 
has four habitable stories, making it a high-rise building. 

 

1.8 About the Energy Standards 

History 
Section 25402 of the Public Resources Code 

The Legislature adopted the Warren-Alquist Act (the Act) which created the Energy 
Resources and Conservation Development Commission (Energy Commission) in 
1975 to deal with energy-related issues and charged the Energy Commission to 
adopt and maintain Energy Efficiency Standards for new buildings. The first 
standards were adopted in 1978 in the aftermath of the Organization of Petroleum 
Exporting Countries (OPEC) oil embargo of 1973. 
The Act requires that the Energy Standards be cost effective “when taken in their 
entirety and amortized over the economic life of the structure.”  
The Energy Commission is required to periodically update the standards. Six months 
before the effective date of new standards, manuals must be published to support 
the Energy Standards. The Act directs local building permit jurisdictions to withhold 
permits until the building satisfies the standards. 
The first-generation standards for nonresidential buildings took effect in 1978 and 
remained in effect for all nonresidential occupancies until the late 1980s. That is 
when the second-generation standards took effect for offices, retail, and wholesale 
stores. 
The next major revision occurred in 1992 when the requirements were simplified and 
consolidated for all building types. Major changes were made to lighting, building 
envelope, fenestration, and HVAC and mechanical requirements. Structural changes 
made in1992 led the way for national standards in other states. 
The standards went through minor revisions in 1995. In 1998, lighting power limits 
were reduced significantly, because electronic ballasts and T-8 lamps were cost 
effective and becoming common practice in nonresidential buildings. 
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The California electricity crisis of 2000 resulted in rolling blackouts through much of 
the state. This produced escalating energy prices at the wholesale market and in 
some areas in the retail market. The Legislature responded with Assembly Bill 970, 
which required the Energy Commission to update the Energy Standards through an 
emergency rulemaking. This was achieved within the 120 days required by the 
Legislature. The2001 Standards (or the AB 970 Standards) took effect mid-2001. 
The 2001 Standards included requirements for high performance windows 
throughout California, more stringent lighting requirements and miscellaneous other 
changes. 
The Public Resources Code was amended in 2002 through Senate Bill 5X to expand 
the authority of the Energy Commission to develop and maintain standards for 
outdoor lighting and signs. The Energy Standards covered in this manual build on 
the rich history of Nonresidential Energy Standards in California and the leadership 
and direction provided by the California Legislature over the years. 
The 2008 Standards were expanded to include refrigerated warehouses and steep-
sloped roofs. 
The 2013 Energy Standards reflected many significant changes and expanded its 
scope. Some changes included fault detection and diagnostic devices, economizer 
damper leakage and assembly criteria, air handler fan control for HVAC systems, 
updates to the low-sloped cool roofs requirements for nonresidential buildings, and 
for the first time, set minimum mandatory measures for insulation in nonresidential 
buildings. Expanding the scope of the standards included newly regulated covered 
processes such as: parking garage ventilation, process boiler systems, compressed 
air systems, commercial refrigeration, laboratory exhaust, data center (computer 
room) HVAC, and commercial kitchens. 
The 2016 Energy Standards are current with ASHRAE 90.1 national consensus 
standards. Changes were made to clarify the Energy Standards and resolve 
compliance concerns.              

Example 1-17 

Question 
Does LEED-certified building still need to meet the 2016 Energy Standards? 

Answer 
Yes. 

California Climate Zones 
Since energy use depends partly upon weather conditions, the Energy Commission 
established 16 climate zones representing distinct climates within California. These 16 
climate zones are used with both residential and the nonresidential standards. 
Information is available by zip code and in several formats 
(http://energy.ca.gov/maps/renewable/building_climate_zones.html). 

Cities may occasionally straddle two climate zones. In these instances, the exact 
building location and correct climate zone should be verified before any calculations 
are performed. If a climate zone boundary line splits a single building, it must be 
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designed to the requirements of the climate zone in which 50 percent or more of the 
building is contained. 

 
 

Figure 1-1: California Climate Zones 
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The Energy Standards allow mechanical system compliance to be demonstrated by 
meeting the mandatory requirements and the requirements of either the prescriptive 
or performance compliance approaches. 

4.1.1.1.1.5 Prescriptive Compliance Approach 
The measures in the prescriptive compliance approach, §140.4, cover specific 
requirements for individual components and systems that directly comply with the 
Energy Standards, including: 

1. §140.4(a) and (b) -Load calculations, sizing, system type and equipment 
selection 

2. §140.4(c) - Fan power consumption 
3. §140.4(d) - Controls to reduce reheating, recooling and mixing of conditioned 

air streams 
4. §140.4(e) - Economizers 
5. §140.4(f) - Supply temperature reset  
6. §140.4(g) - Restrictions on electric-resistance heating 
7. §140.4(h) - Fan speed controls for heat rejection equipment 
8. §140.4(h) - Limitation on centrifugal fan cooling towers 
9. §140.4(i) - Minimum chiller efficiency 

10. §140.4(j) - Limitation on air-cooled chillers 
11. §140.4(k) - Hydronic system design 
12. §140.4(l) - Duct sealing 
13. §140.4(m) - Supply fan control 
14. §140.4(n) - Mechanical system shut-off control 
15. §140.4(o) - Exhaust system transfer air 

4.1.1.1.1.6 Performance Compliance Approach 
The performance compliance approach, §140.1, allows the designer to trade off 
energy use between different building systems. This approach provides greater 
design flexibility but requires extra effort and a computer simulation of the building. 
The design must still meet all mandatory requirements. 

1. Performance approach trade-offs can be applied to the following disciplines: 
mechanical, lighting, envelope, and covered processes. The performance 
approach requires creating a proposed energy model using approved Energy 
Commission compliance software. The software will automatically create a 
standard design model based on the features of the proposed model and 
compare the energy use of the two: Standard design energy model that meets 
mandatory and prescriptive requirements (per the Alternative Calculation 
Method Reference Manual). 
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2. Proposed design energy model that reflects the feature of the proposed 
building.  

The proposed model complies if it results in lower time dependent valuation (TDV) 
energy use than the standard design model.  
The performance approach may only be used to model the performance of 
mechanical systems that are covered under the building permit application (see 
Section 4.8 and Chapter 11 for more detail). 

4.2 Equipment Requirements 
All of the equipment efficiency requirements are mandatory measures.  
The mandatory requirements for mechanical equipment must be included in the 
system design, whether the overall building compliance is the prescriptive or 
performance approach. These features are cost effective over a wide range of 
building types and mechanical systems. 
Most mandatory features for equipment efficiency are requirements for the 
manufacturer. It is the responsibility of the designer to specify products in the 
building design that meet these requirements. Manufacturers of central air 
conditioners and heat pumps, room air conditioners, package terminal air 
conditioners, package terminal heat pumps, spot air conditioners, computer room air 
conditioners, central fan-type furnaces, gas space heaters, boilers, pool heaters and 
water heaters are regulated through the Title 20 Appliance Efficiency Regulations. 
Manufacturers must certify to the Energy Commission that their equipment meets or 
exceeds minimum standards. The Commission maintains a database which lists the 
certified equipment found at: www.energy.ca.gov/appliances/database 
Additionally, manufacturers of low leakage air-handling units must certify to the 
Energy Commission that the air-handler unit meets the specifications in Reference 
Appendices JA9. 

4.2.1.1.1.1 Mandatory Requirements 
Mechanical equipment must be certified by the manufacturer as complying with the 
mandatory requirements in the following sections: 

1. §110.0 - Mandatory Requirements for Systems and Equipment Certification 
2. §110.1 - Mandatory Requirements for Appliances. 
3. §110.2 - Mandatory Requirements for Space-Conditioning Equipment 

a. Efficiency 
b. Gas- and Oil-Fired Furnace Standby Loss Controls 
c. Low Leakage Air-Handling Units 

4. §110.3 - Mandatory Requirements for Service Water Heating Systems and 
Equipment 

a. Certification by Manufactures  
b. Efficiency 
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5. §110.4 - Mandatory Requirements for Pool and Spa Systems and Equipment 
a. Certification by Manufactures 

6. §110.5 - Natural Gas Central Furnaces, Cooking Equipment, and Pool and Spa 
Heaters: Pilot Lights Prohibited 

Mechanical equipment must be specified and installed in accordance with sections: 
1. §110.2 - Mandatory Requirements for Space Conditioning Equipment 

a. Controls for Heat Pumps with Supplementary Electric Resistance 
Heaters 

b. Thermostats 
c. Open and Closed-Circuit Cooling Towers (blowdown control) 

2. §110.3 - Mandatory Requirements for Service Water Heating Systems and 
Equipment 

3. §110.12 – Mandatory Requirements for Demand Management 
4. §120.1 - Requirements for Ventilation and Indoor Air Quality 
5. §120.2 - Required Controls for Space Conditioning Systems (see Section 4.5) 

a. Occupant Controlled Smart Thermostats (OCST) 
b. Direct Digital Controls (DDC) 
c. Optimum Start/Stop Controls 
d. Economizer Fault Detection and Diagnostics 

6. §120.3 - Requirements for Pipe Insulation 
7. §120.4 - Requirements for Air Distribution Ducts and Plenums 
8. §120.5 - Required Nonresidential Mechanical System Acceptance 

4.2.1.1.1.2 Equipment Efficiency  

§110.2(a) 

All space conditioning equipment installed in a nonresidential building, subject to 
these regulations, must be certified as meeting certain minimum efficiency and 
control requirements. These requirements are contained in §110.2 and vary based 
on the type and capacity of the equipment. Tables 110.2-A through 110.2-K list the 
minimum equipment efficiency requirements for the 2019 Energy Standards. 
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Table 4-1: Unitary Air Conditioners and Condensing Units Minimum Efficiency Requirements 
For equipment <65,000 Btu/hr see Nonresidential Appendix B 

Equipment 
Type 

 
Size Category Efficiency a,b Test Procedurec 

Air 
conditioners, 
air cooled 
both split and 
single 
packaged 

≥65,000 Btu/h and 
< 135,000 Btu/h 

 
11.2 EER 
12.9 IEER 

 
ANSI/AHRI 340/360 

≥135,000 Btu/h and 
< 240,000 Btu/h 

 

11.0 EER 
12.4 IEER 

≥240,000 Btu/h and 
< 760,000 Btu/h 

 

10.0 EER 

11.6 IEER 

≥760,000 Btu/h 
 

9.7 EER 

11.2 IEER 

Air 
conditioners, 
water cooled 

≥65,000 Btu/h and 
< 135,000 Btu/h 

 

12.1 EER 

13.9 IEER 
ANSI/AHRI 340/360 

≥135,000 Btu/h and 
< 240,000 Btu/h 

 

12.5 EER 

13.9 IEER 
ANSI/AHRI 340/360 

≥240,000 Btu/h and  
< 760,000 Btu/h 

 

12.4 EER 
13.6 IEER 

ANSI/AHRI 340/360 

≥760,000 Btu/h 

 

12.2 EER 
13.5 IEER 

ANSI/AHRI 340/360 

Air 
conditioners, 
evaporatively 
cooled 

≥65,000 Btu/h and  
< 135,000 Btu/h 

12.1 EERb 

12.3 IEERb ANSI/AHRI 340/360 

≥135,000 Btu/h and  
< 240,000 Btu/h 

12.0 EERb 

12.2 IEERb ANSI/AHRI 340/360 

≥240,000 Btu/h and  
< 760,000 Btu/h 

11.9 EERb 

12.1 IEERb ANSI/AHRI 340/360 

≥760,000 Btu/h 11.7 EERb 

11.9 IEERb ANSI/AHRI 340/360 

Condensing 
units, air 
cooled 

≥ 135,000 Btu/h 10.5 EER 
11.8 IEER ASNI/AHRI 365 

Condensing 
units, water 
cooled 

≥ 135,000 Btu/h 13.5 EER 
14.0 IEER 

ASNI/AHRI 365 Condensing 
units, 
evaporatively 
cooled 

≥ 135,000 Btu/h 
13.5 EER 
14.0 IEER 

a IEERs are only applicable to equipment with capacity control as specified by ANSI/AHRI 340/360 test procedures 
b Deduct 0.2 from the required EERs and IEERs for units with a heating section other than electric resistance heat 
c Applicable test procedure and reference year are provided under the definitions 

Source: California Energy Commission, 2019 Building Energy Efficiency Standards, Table 110.2-A 
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person), according to §120.1(c)3. DCV is also allowed as an exception in the 
ventilation requirements for intermittently occupied systems, see §120.1(d)1, ). It is a 
concept in which the amount of outdoor air used to purge one or more offending 
pollutants from a building is a function of the measured level of the pollutant(s). 
The regulation in §120.1 allows for DCV devices that employ a CO2 sensor. CO2 
sensors measure the level of CO2, which is used as a proxy for the amount of 
pollutant dilution in densely occupied spaces. CO2 sensors have been on the market 
for many years and are available with integrated self-calibration devices that 
maintain a maximum guaranteed signal drift over a 5-year period.  
DCV is available at either the system level (used to reset the minimum position on 
the outside air damper) and at the zone level (used to reset the minimum airflow to 
the zone). The zone level devices are sometimes integrated into the zone 
thermostat. 
Occupant sensor ventilation control devises are required when the space needs to 
comply with the occupant sensor control requirements for lighting, see §130.1(c). 
Some examples include: 

• Offices smaller than 250 sq ft 
• Multipurpose rooms smaller than 1,000 sq ft 
• Classrooms, conference rooms, and restrooms of any size 

4.10.1.1.1.12 Intermittently Occupied Spaces 
The DCV devices discussed here are allowed and/or required only in spaces that 
are intermittently occupied. An intermittently occupied space is considered to be an 
area that is infrequently or irregularly occupied by people. Examples include auction 
rooms, movie theaters, auditoriums, gaming rooms, bars, restaurants, conference 
rooms and other assembly areas. Because the Energy Standards require base 
ventilation in office spaces that are very close to the actual required ventilation rate 
at 15 cfm per person, these controls may not save significant amounts of energy for 
these low-density applications. However, even in office applications, some building 
owners may install CO2 sensors as a way to monitor ventilation conditions and alert 
to possible malfunctions in building air delivery systems. 

4.11 Mechanical Plan Check and Inspection Documents 
At the time a building permit application is submitted to the enforcement agency, the 
applicant also submits plans and energy compliance documentation. This section 
describes the documents and recommended procedures documenting compliance 
with the mechanical requirements of the Energy Standards. It does not describe the 
details of the requirements; these are presented in Section 4.2. The following 
discussion is addressed to the designer preparing construction documents and 
compliance documentation, and to the enforcement agency plan checkers who are 
examining those documents for compliance with the Energy Standards. 
The use of each document is briefly described. The information and format of these 
may be included in the equipment schedule: 
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NRCC-MCH-E: Certificate of Compliance 
This dynamic document is required for every job, and it is required t on the plans. 
The following are included in the NRCC-MCH-E and only applicable forms will be 
required to be filled out. 

• Major components of the heating and cooling systems, and service hot water 
and pool systems 
• Outdoor air ventilation rates 
• System fan power consumption 

NRCC-PLB-E: Certificate of Compliance – Water Heating System General 
Information 
This dynamic document is required for every job, and it is required t on the plans. 
The following are included in the NRCC-MCH-E and only applicable forms will be 
required to be filled out. 

• All hot water systems 
• Individual water heating systems installed in dwelling units in high-rise 

residential buildings and hotel / motels 
• Central water heating systems that service multiple dwelling units installed in 

high-rise residential buildings and hotel/motels 
 

4.11.1.1.1.1 Mechanical Inspection 
The mechanical building inspection process for energy compliance is carried out 
along with the other building inspections performed by the enforcement agency. The 
inspector relies upon the plans and upon the NRCC-MCH-E Certificate of 
Compliance document printed on the plans. 

4.11.1.1.1.2 Acceptance Requirements 
Acceptance requirements can effectively improve code compliance and help 
determine whether mechanical equipment meets operational goals and whether it 
should be adjusted to increase efficiency and effectiveness. 
For more detailed information on acceptance tests, see Chapter 13. 

4.11.1.1.1.3 Acceptance Process 
The process for meeting the acceptance requirements includes: 

1. Document plans showing thermostat and sensor locations, control devices, 
control sequences and notes 

2. Review the installation, perform acceptance tests document results 
3. Document the operating and maintenance information, complete the certificate 

of installation and indicate test results on the certificate of acceptance, and 
submit the certificates to the enforcement agency prior to receiving a final 
occupancy permit. 
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4.11.1.1.1.4 Administration 
The administrative requirements contained in the Energy Standards require the 
following: 

1. Requirements for acceptance testing of mechanical systems and equipment 
shown in the table below are included in the plans and specifications: 

Table 4-25:  Mechanical Acceptance Tests 

Variable Air Volume Systems 

Constant Volume Systems 

Package Systems 

Air Distribution Systems 

Economizers 

Demand Control Ventilation Systems 

Ventilation Systems 

Variable Frequency Drive Fan Systems 

Hydronic Control Systems 

Hydronic Pump Isolation Controls and 
Devices 
Supply Water Reset Controls 

Water Loop Heat Pump Control 

Variable Frequency Drive Pump Systems 

 
2. Within 90 days of receiving a final occupancy permit, record drawings be 

provided to the building owners 
3. Operating and maintenance information be provided to the building owner 
4. The issuance of installation certificates for mechanical equipment 

For example, the plans and specifications would require an economizer. A 
construction inspection would verify the economizer is installed and properly wired. 
Acceptance tests would verify economizer operation and proper function the relief 
air. Owners’ manuals and maintenance information would be prepared for delivery to 
the building owner. Finally, record drawing information-including economizer 
controller set points-must be submitted to the building owner within 90 days of the 
issuance of a final occupancy permit. 

4.11.1.1.1.5 Plan Review 
Although acceptance testing does not require that the construction team perform 
any plan review, they should review the construction drawings and specifications to 
understand the scope of the acceptance tests and raise critical issues that might 
affect the success of the acceptance tests prior to starting construction. Any 
construction issues associated with the mechanical system should be forwarded to 
the design team so that necessary modifications can be made prior to equipment 
procurement and installation. 
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4.11.1.1.1.6 Testing 
The construction inspection is the first step in performing the acceptance tests. In 
general, this inspection should identify that: 

1. Mechanical equipment and devices are properly located, identified, and 
calibrated. 

2. Set points and schedules are established. 
3. Documentation is available to identify settings and programs for each device. 
4. Select tests to verify acceptable leakage rates for air distribution systems while 

equipment access is available. Testing is to be performed on the following 
devices: 

• VAV systems 

• Constant volume systems 

• Package systems 

• Air distribution systems 

• Economizers 

• Demand control ventilation systems 

• Variable frequency drive fan systems 

• Hydronic control systems 

• Hydronic pump isolation controls and devices 

• Supply water reset controls 

• Water loop heat pump control 

• Variable frequency drive pump systems 

• System programming 

• Time clocks 
Chapter 13 contains information on how to complete the acceptance documents. 
Example test procedures are also available in Chapter 13. 

4.11.1.1.1.7 Roles and Responsibilities 
The installing contractor, engineer of record or owner’s agent shall be responsible 
for documenting the results of the acceptance test requirement procedures including 
paper and electronic copies of all measurement and monitoring results. They shall 
be responsible for performing data analysis, calculation of performance indices and 
crosschecking results with the requirements of the Energy Standards. They shall be 
responsible for issuing a Certificate of Acceptance. Enforcement agencies shall not 
release a final Certificate of Occupancy until a Certificate of Acceptance is submitted 
that demonstrates that the specified systems and equipment have been shown to be 
performing in accordance with the Energy Standards. The installing contractor, 
engineer of record or owner’s agent (upon completion of all required acceptance 
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procedures) shall record their State of California contractor’s license number or their 
State of California professional registration license number on each certificate of 
acceptance that they issue. 

4.11.1.1.1.8 Contract Changes 
The acceptance testing process may require the design team to be involved in 
project construction inspection and testing. Although acceptance test procedures do 
not require that a contractor be involved with a constructability review during design-
phase, this task may be included on individual projects at the owner’s request. 
Therefore, design professionals and contractors should review the contract provided 
by the owner to make sure it covers the scope of the acceptance testing procedures 
as well as any additional tasks.
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	 More than 50 percent of the ballasts are replaced and rewired.
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	Step 1: Determine the Annual Solar Access: For the solar ready requirements, solar access is the ratio of solar insolation including shading to the solar insolation without shading. Annual solar access is most easily determined using specialized softw...
	Solar Access= ,Solar Insolation Including Shading-Solar Insolation Without Shading.
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	≥ 70 percent on the portion oriented between 90 and 300 degrees of true north.
	Step 3: Determine the size of the designated solar zone. The designated solar zone must be
	≥ 50% of the potential solar zone area. If the roof is shaded such that there is no potential solar zone area, then no solar zone is required. Document the method/tools used to demonstrate that the solar access is less than 70 percent in the complianc...
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	Any addition or altered space must meet all applicable mandatory requirements. Repairs must not increase the preexisting energy consumption of the repaired component, system, or equipment; otherwise, it is considered an alteration.


	10.7 Laboratory Exhaust
	10.7.1 Overview
	10.7.2 Mandatory Measures
	10.7.3 Prescriptive Measures
	10.7.3.1 Airflow Reduction Requirements
	10.7.3.2 Exhaust System Transfer Air
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	1. The supply flow required to meet the space heating or cooling load.
	2. The ventilation rate required by the AHJ, facility EH&S department, or by §120.1(c)3.
	3. The mechanical exhaust flow minus the available transfer air.
	The supply flow required to meet the space heating or cooling loads can be documented by providing load calculations.
	Available transfer air can be from adjacent conditioned spaces or return air plenums that are on the same floor, same smoke or fire compartment, and within 15 feet. To calculate the available transfer air:
	1. Calculate the minimum outside air required by adjacent spaces.
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	2. Vivarium spaces.
	3. Spaces required to maintain positive pressure differential relative to adjacent spaces.
	4. Spaces that require a negative pressure relationship and the demand for transfer air may exceed the available transfer airflow rate.
	5. Healthcare facilities.
	10.7.3.3 Fan System Power Consumption
	Newly installed laboratory and factory exhaust systems greater than 10,000 CFM have three prescriptive pathways to show compliance with this section. Regardless of the path chosen, all exhaust systems must meet the discharge requirements of ANSI Z9.5.
	ANSI Z9.5-2012 Discharge Requirements:
	Section 5.4 and Appendix 3 of ANSI Z9.5, Laboratory Ventilation, describe standards for laboratory exhaust system design including the discharge requirements cited by this section of the Energy Standards.
	Exhaust Fan System Power Consumption:
	As described in greater detail for the previous VAV section, one of the major drivers of laboratory and factory energy is fan power. To reduce this demand, three prescriptive pathways have been added for the 2019 code cycle. The first and simplest pat...
	Option 1: Exhaust System Efficacy:
	 Systems without air treatment devices are limited to 0.65 W/cfm of exhaust air.
	 Systems with air filtration, scrubbers, or other air treatment devices are limited to 0.85 W/cfm of exhaust air.
	 An exception is provided for systems with code required air treatment devices that cause static pressure drop greater than 1 inch of water. For example, a local jurisdiction which has an ordinance for high exhaust filtration, which causes high filte...
	Option 2: Wind-Based Exhaust Volume Flow Rate Control:
	This compliance path saves fan energy by reducing exhaust stack airflow when local wind conditions permit. The Energy Standards, ANSI Z9.5, and other best engineering practices dictate several necessary components to this type of system:
	1. Anemometer Sensors:
	a. Two anemometer sensors must be used to enable sensor fault detection.
	b. Installation location must exhibit similar wind speed and direction to the free stream air above the exhaust stacks.
	c. Sensors must be located high enough to be above the wake region created by nearby structures.
	d. Sensors must be factory calibrated.
	e. Sensors must be certified by the manufacturer to an accuracy of ± 40 feet per minute (fpm), ± 5.0 degrees, and to require calibration no more than every five years.
	2. Dispersion Modeling:
	a. Wind dispersion analysis must be used to create a look-up table for exhaust volume flow rate versus wind speed/direction.
	b. Look-up table must contain at least eight wind speeds and eight wind directions to define the safe exhaust volume flow rate.
	c. Exhaust volume flow rate must be based on maintaining downwind chemical concentrations below health and odor limits as defined by the 2018 American Conference of Governmental Industrial Hygienists, Threshold Limit Values and Biological Indices, or ...
	3. Sensor Fault Management:
	a. Minimum sensor failure thresholds:
	 If any sensor has not been calibrated within the associated calibration period.
	 Any sensor that is greater than ±30% of the four-hour average reading for all sensors.
	b. Upon sensor failure, the system must revert to a safe exhaust volume flow rate based on worst-case wind conditions. Furthermore, the system must report the fault to an Energy Management Control System or other application which notifies a remote sy...
	4. Certification of requirements listed in NA7.16 for wind speed/direction control
	Option 3: Contaminant Concentration-Based Exhaust Volume Flow Rate Control:
	This compliance path saves fan energy by reducing exhaust airflow when the exhaust contaminant concentration is low enough to maintain safe downwind concentrations. The Energy Standards and best engineering practices dictate several necessary componen...
	1. Chemical Concentration Sensors:
	o Two contaminant concentration sensors must be used in each exhaust plenum to enable sensor fault detection.
	o Sensors must be photo ionization detectors.
	o Sensors must be factory calibrated.
	o Sensors must be certified by the manufacture to an accuracy of ± 5% and require calibration no more than every six months.
	2. Dispersion Modeling:
	o Wind dispersion analysis must be used to determine contaminant-event thresholds (contaminant concentration levels), which control when the exhaust volume flow rate can be turned down during normally occupied hours.
	o Exhaust volume flow rate must be based on maintaining downwind chemical concentrations below health and odor limits as defined by the 2018 American Conference of Governmental Industrial Hygienists, Threshold Limit Values and Biological Indices, or m...
	3. Sensor Fault Management:
	o Minimum sensor failure thresholds:
	 If any sensor has not been calibrated within the associated calibration period.
	 Any sensor that is greater than ±30% of the four-hour average reading for all sensors.
	o Upon sensor failure, the system must revert to a safe exhaust volume flow rate based on worst-case wind conditions. Moreover, the system must report the fault to an energy management control system or other application that notifies a remote system ...
	 Certification of requirements listed in NA7.16 for contaminant control
	10.7.3.4 Fume Hood Automatic Sash Closure
	Fume hood intense laboratories with VAV HVAC systems and vertical fume hood sashes are prescriptively required to install automatic sash closure systems. This measure saves energy by reducing laboratory exhaust air and makeup air conditioning. For thi...
	The Energy Standards and best engineering practices dictate several necessary components to this type of system:
	1. Zone Presence Sensors:
	 Each sash closure system must have a dedicated zone presence sensor that detects people near the fume hood. Sensor should not be triggered by movement in adjacent zones.
	2. Sash should automatically close within 5 minutes of sensing no presence within the fume hood zone.
	3. Sash closure system safeguards:
	a. Sash automatic closing should stop when no more than 10 lbs is detected.
	b. Sash should have obstruction sensors that can detect obstructions, including transparent materials such as glassware.
	4. Sash closure system must be configurable in a manual open mode.
	1. Manual open mode requires user input (push button, pedal, etc.) to open the sash and will not open automatically from presence detection.
	2. This mode is important for two reasons:
	 Safety: One example is a fume hood that has cross traffic that could cause inadvertent opening in automatic mode. This unnecessarily exposes occupants to dangerous chemicals.
	 Energy Savings: In general, a manual open configuration will save the most energy because the hood is only intentionally opened. Automatic opening mode could cause the sash to open unnecessarily, and fume hoods use more energy when fully open.
	3. Automatic closing is unaffected by manual open mode
	4. The Energy Standards only require the option of manual mode; sashes can still be configured in auto open mode, if preferred.
	5. Certification of requirements listed in NA7.17
	Fume Hood Intense Laboratories:
	The intention of the fume hood intense definition is to only require automatic sash closures for spaces that have ventilation driven by fume hood exhaust, not minimum outdoor air requirements. With regard to this table, linear feet of fume hoods refer...
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	 An elevator installation is considered an addition when the location of the installation did not previously contain an elevator.
	 An alteration is a change to an existing elevator system that is not an addition or repair. An alteration could include installing new controls or a new lighting system.
	Any addition or altered space must meet all applicable mandatory requirements. Repairs must not increase the preexisting energy consumption of the repaired component, system, or equipment; otherwise, it is considered an alteration.
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	11.2.4.1 Professional Judgment
	1. Is a simplified input or assumption appropriate for a specific case? If simplification reduces the predicted energy use of the proposed building or reduces the compliance margin when compared to a more explicit and detailed modeling assumption, the...
	2. Is the approach or assumption used in modeling the proposed design consistent with the approach or assumption used by the compliance software when generating the standard design energy budget? One must always model the proposed design using the sam...



	11.3 Analysis Procedure
	11.3.1 General Procedure
	1. All detailed data for the building components must be collected including fenestration areas and energy properties; wall, door, roof/ceiling, and floor areas; construction assemblies; mass characteristics; equipment specifications; lighting; and se...
	2. Although most compliance software requires the same basic data, some information and the manner in which it is organized may vary according to the particular software used. Refer to the compliance supplement that comes with each version of complian...
	3. Be sure that the correct climate information has been selected for the building site location (see Reference Appendix JA2). Compliance software also adjusts outside heating and cooling design temperatures for local conditions using ASHRAE design da...
	4. Prepare an input file that describes the other thermal aspects of the proposed design according to the rules described in the software’s compliance supplement.
	5. Input values and assumptions must correctly correspond to the proposed design and conform to the required mandatory measures.
	6. Run the compliance software to automatically generate the energy budget of the standard design and calculate the energy use of the proposed design.
	11.3.1.1 Computer Input Files
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	11.3.2.1 Elements Used in Compliance Software
	1. Opaque Walls: Each opaque exterior wall construction assembly, wall area, orientation, and tilt. Heat capacities, or characteristics necessary to determine the heat capacity (conductivity, mass, volume) of opaque exterior walls, must be included. I...
	2. Doors: All doors must be included.
	3. Opaque Roofs/Ceilings: Each opaque exterior roof/ceiling construction assembly, roof/ceiling area, solar reflectance, thermal emittance, orientation, and tilt. Heat capacity, or characteristics necessary to determine the heat capacity (conductivity...
	4. Raised Floors and Slab Floors: Each floor construction assembly, including floor area.
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	6. Horizontal (Skylight) Fenestration: Each horizontal or skylight glass area, orientation, tilt, U-factor, SHGC, and VT.
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	10. HVAC System Type: The basic type of the cooling and heating system (multiple zones or single zone) and the heating system fuel type (fossil fuel or electric). Note that some projects may have different system types serving separate zones.
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	14. Water Heating: The water heating capacity, volume, and efficiency (including any solar thermal contribution).
	15. Other System Values: All other space conditioning system components, process loads, or any other mechanical system that impacts the building energy performance must be included in the input file.
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	3. When lighting plans and specifications are submitted for permit, the standard lighting power is equal to the corresponding total allowed lighting power (in watts) that was used in calculating the proposed lighting level which can be based on either...
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